
                                                   ISO 15848-1 

                                              QUALIFICATION  

                                                  CERTIFICATE 
 

 

                                                                                                                         Certificate No.: 298851 

                                                                                                                                  Ref. Test report No.: 298852 

             
 
We hereby certify that the valve below has passed the fugitive emission test successfully according 

to Class AH of ISO15848-1:2015+Amd.1:2017 for a total of 205 cycles.  

 
Name of manufactuer Didtek Valve Group Co., Ltd.               

Postal Address of manufactuer Puyi Road, Sanqiao Industrial Zone, Oubei Street,  
Yongjia County, Wenzhou City, Zhejiang Province, China 

Item DN100 PN16 RF GGG40 Bellow Globe Valve 

Valve  size(DN) DN100 

Pressure rating(PN) PN16 

Stem size          20mm           

Body/bonnet material DIN 1693-1 GGG40 

Stem seal material  SS304 Bellows 

Valve assembly drawing no. DIDTEK-WJ41H-003 

                   
                  The tested valve covers performance class (para.6.6):  
 
                ISO FE AH  CO1  SSA0  tRT(300 °C)  PN16  ISO 15848-1           

Extension of qualification (in particular) to untested valves in accordance with para-
graph 8 of ISO15848-1.  

                  
                   Other stem sizes qualified:            10 mm up to 40 mm 

                   Other pressure ranges qualified:   PN16 and lower 

                   This certificate must be read in conjunction with test report No.: 298852 

 

             

                           
           
 
 
   
                        

  Shanghai, August 30, 2023          
(Place, date) 

                 Guilin Chen                                             
TÜV SÜD Industrie Service GmbH 

Westendstr. 199  

80686 München Germany 

 
TÜV SÜD Industrie Service GmbH                         
Shanghai Office  
Floor 3-13, No.151, Heng Tong Road,  
Shanghai 200070   P. R. China                                                  

Tel.:   +86 21 6141-0123                                       
 Fax: + 86 21 6140-8600  

 

 



                                                   ISO 15848-1 

                                              QUALIFICATION  

                                                  CERTIFICATE 
 

 

                                                                                                                         Certificate No.: 298853 

                                                                                                                                  Ref. Test report No.: 298854 

             
 
We hereby certify that the valve below has passed the fugitive emission test successfully according 

to Class AH of ISO15848-1:2015+Amd.1:2017 for a total of 205 cycles.  

 
Name of manufactuer Didtek Valve Group Co., Ltd.               

Postal Address of manufactuer Puyi Road, Sanqiao Industrial Zone, Oubei Street,  
Yongjia County, Wenzhou City, Zhejiang Province, China 

Item DN100 PN16 RF 1.0619 Bellow Globe Valve 

Valve  size(DN) DN100 

Pressure rating(PN) PN16 

Stem size          20mm           

Body/bonnet material EN10213 1.0619 

Stem seal material  SS304 Bellows 

Valve assembly drawing no. DIDTEK-WJ41H-001 

                   
                  The tested valve covers performance class (para.6.6):  
 
                ISO FE AH  CO1  SSA0  t400 °C  PN16  ISO 15848-1           

Extension of qualification (in particular) to untested valves in accordance with para-
graph 8 of ISO15848-1.  

                  
                   Other stem sizes qualified:            10 mm up to 40 mm 

                   Other pressure ranges qualified:   PN16 and lower 

                   This certificate must be read in conjunction with test report No.: 298854 

 

             

 

 

 

                                       
                        

  Shanghai, August 30, 2023          
(Place, date) 

                 Guilin Chen                                                     
TÜV SÜD Industrie Service GmbH 

Westendstr. 199  

80686 München Germany 

 
TÜV SÜD Industrie Service GmbH                         
Shanghai Office  
Floor 3-13, No.151, Heng Tong Road,  
Shanghai 200070   P. R. China                                                  

Tel.:   +86 21 6141-0123                                       
 Fax: + 86 21 6140-8600  

 

 



                                                   ISO 15848-1 

                                              QUALIFICATION  

                                                  CERTIFICATE 
 

 

                                                                                                                         Certificate No.: 299501 

                                                                                                                                  Ref. Test report No.: 299500 

             
 
We hereby certify that the valve below has passed the fugitive emission test successfully according 

to Class AH of ISO15848-1:2015+Amd.1:2017 for a total of 205 cycles.  

 
Name of manufactuer Didtek Valve Group Co., Ltd.               

Postal Address of manufactuer Puyi Road, Sanqiao Industrial Zone, Oubei Street,  
Yongjia County, Wenzhou City, Zhejiang Province, China 

Item DN100 PN40 RF 1.0619 Bellow Globe Valve 

Valve  size(DN) DN100 

Pressure rating(PN) PN40 

Stem size          22mm           

Body/bonnet material EN10213 1.0619 

Stem seal material  SS304 Bellows 

Valve assembly drawing no. DIDTEK-WJ41H-002 

                   
                  The tested valve covers performance class (para.6.6):  
 
                ISO FE AH  CO1  SSA0  t400 °C  PN40  ISO 15848-1           

Extension of qualification (in particular) to untested valves in accordance with para-
graph 8 of ISO15848-1.  

                  
                   Other stem sizes qualified:            11 mm up to 44 mm 

                   Other pressure ranges qualified:   PN40 and lower 

                   This certificate must be read in conjunction with test report No.: 299500 

 

             

 

 

 

                                       
                        

  Shanghai, August 30, 2023          
(Place, date) 

                 Guilin Chen                                                     
TÜV SÜD Industrie Service GmbH 

Westendstr. 199  

80686 München Germany 

 
TÜV SÜD Industrie Service GmbH                         
Shanghai Office  
Floor 3-13, No.151, Heng Tong Road,  
Shanghai 200070   P. R. China                                                  

Tel.:   +86 21 6141-0123                                       
 Fax: + 86 21 6140-8600  

 

 


